
●Electrical Specifications  电气参数 ●Mechanical Dimensions 外型尺寸

型号

频率范围

总频差

输入电压

控制电压

输入电流

工作温度范围

贮存温度范围

上升/下降时间

占空比

线性

牵引量

FULL SIZE (14PIN) VCXO

1.000  to 50.000

±25ppm  to ±50ppm

5.0 or 3.3 ± 10%

0 - 5.0  or  0 - 3.3

35  Max

-10℃ - +60℃ to -40℃ - +85℃

-40 - +85/-55 - +125

10 Max

40/60 Standard
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●Test Circuit(测试电路）
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PIN FUNCTION

Voltage control

GROUND

Output

Vdd

FEATURE
●    3.3V or 5.0Volt operations.
●    HCMOS with Tri-State Output.
●    Ultra low Jitter.
●    Ceramic package leadless type.
●    Surface-mount,low-profile.
●    Pb-free and RoHS/Green compliant.

APPLICATIONS
●    Ideally suited designed for use.
●    In Xdsl Customer Premise Equipment(CPE).
●    Cable Modems,ATM/SONET/SDH/SDH/STB.
●    Applications,and LAN/WAN Data.
●    Communication equipments.
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29

The above specifications are standard for HLX product 
If you have special requirement please Contact HLX sales with your enquiries JZX The above specifications are standard for JZX product 

If you have special requirement please Contact JZX sales with your enquiries
Tel:0086-755-27690434 27795201
Fax:0086-755-61640804 27850641
E-mail:jzx01@szjizhixing.com      HTTP: www.szjizhixing.com


